
2

3

4

5

6

63

63

63

76

76

50

50

50

50

50

21

22

22

23

25

700

600

550

500

450

1400

1800

2200

2500

2700

30

35

45

55

65

Un 1600V.DC    Urms 600V.AC    Up 850V

9.6

6.4

4.8

3.8

3.2

2

3

4

63

63

76

50

50

50

21

22

22

800

700

600

1600

2100

2400

50

55

65

Un 2000V.DC    Urms 700V.AC    Up 990V

9.6

6.4

4.8

2

3

4

5

6

7

63

63

63

63

76

76

50

50

50

50

50

50

21

22

22

23

25

25

500

500

400

500

350

300

1000

1500

1600

1500

2100

2100

30

35

45

50

60

65

Un 1200V.DC    Urms 500V.AC    Up 700V

ΦD

尺寸 Dimension (mm)

H

ESL
(nH)

9.6

6.4

4.8

3.8

3.2

2.7

ESR
(mΩ)

Ipk
(A)

Imax(A)

@40℃

DV/DT
(V/μs)

CN

(μF)

金属化聚丙烯膜脉冲电容器
Metallized Polypropylene Film Pulse CapacitorWPP

单位 Unit: mm

圆柱形塑料外壳和环氧树脂干式封装，绝缘导

线引出

高能量密度，高工作电流，充放电寿命长，稳

定可靠

Dry encapsulated with cylindrical plastic case and epoxy resin, insulated wires 

leading out

High energy density, high operating current, long charge-discharge lifetime, stable 

and reliable

主要用于除颤器、激光器、电子闪光灯、X光

机和其他储能脉冲应用

Mainly used in defibrillator, laser, electronic flash, X-ray machines and other 

energy storage pulse applications

引用标准 Reference Standards

额定电压 Rated Voltage

标称电容量 Normal capacitance

容量偏差 Capacitance Tolerance

介质损耗角正切 Dielectric dissipation factor

运行温度范围 Operating temperature range

贮存温度范围 Storage temperature range

非周期冲击电压 Non-recurrent surge voltages

绝缘电阻 Insulation resistance

极间耐电压 Voltage Test Between Terminals

极壳耐电压 Test voltage between terminals and case

预期寿命 Expected lifetime

失效率 Failure rate

JB/T 8168

1200V~6000V

5μF～500μF

±5%（J），±10%（K）

2×10-4

-25 ℃～55 ℃

-40 ℃～85 ℃

1.1UN（50 ms，1000 times）

≥10000s（500 V，1 min，20℃）

1.1UN  10S

1.5UN  60S

10000 times（或按需设计 or designed on request）

100 fit

■ 特点 Features

■ 主要用途 Typical Applications

■ 技术要求 Specifications

■ 规格参数 Specification Parameter

■ 外形图 Outline Drawing
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4-Φ10.5

2-Φ8.5

50 20 40

T

3

W

H

68

50

30

21

270

420

430

240

380

390

210

340

350

200

200

310

310

180

280

290

50

60

60

50

60

60

50

60

60

65

50

60

60

50

60

60

118

93

118

118

93

118

118

93

118

118

118

93

118

118

93

118

0.33

0.37

0.44

0.33

0.37

0.44

0.33

0.37

0.44

0.44

0.33

0.37

0.44

0.33

0.37

0.44

135

210

215

120

190

195

105

170

175

100

100

155

155

90

140

145

Î
(A)

Îs
(A)

D±2
(mm)

H±2
(mm)

G
(kg)

UN

(V)

115

134

182

93

107

147

76

88

120

195

64

74

100

54

62

85

1800

2000

2200

2400

2600

CN

(μF)

186

217

295

186

214

294

184

213

290

472

184

213

288

183

210

287

JN

(J)

110

175

70

70

125

120

115

140

140

270

270

370

265

330

370

265

330

390

500

550

580

700

580

580

700

700

580

H
(mm)

W
(mm)

T
(mm)

50

50

100

100

100

100

100

100

100

1

2

0.5

0.5

0.875

1

1

1.5

2

UN

(kVdc)

备注 Notes：

1：Î、ÎS和US等均为室温下的技术参数。

2：实际放电电流波形与放电回路的电感和电阻值有关。

3：其他规格尺寸等可按用户要求定制。

1: Î、ÎS and US are all technical parameters at room temperature.

2: The actual discharge current waveform is related to the inductance and resistance values of the discharge circuit.

3: Other specifications and sizes can be customized according to user requirements.

备注 Notes：

1、表中所列尺寸为公司常用规格尺寸，其他规格尺寸均可

按照客户要求生产；

2、上述数据若有更改恕不另行通知；

3、产品认证可按照客户要求进行标识。

1. The listed dimension on the above chart is our commnon specifica-
tions, we can produce as customer' s requests.
2. The datas are subject to change without notice.
3. The certificate marks can be printed on the product as customer' s 
requests.

高压脉冲电容器
High Voltage Pulse CapacitorWPH

单位 Unit: mm

绝缘外壳干式结构

金属化电极，高温聚丙烯膜介质

具有自愈性，寿命长，可靠性高，能承受瞬间

大电流冲击

Insulated housing, dry type

Metallized electrode and high-temperature polypropylene film dielectric

Self-healing, long service life, high reliabilty and able to withstand the impacting of 

instantaneous high current

应用于冲击电压发生器等场合 Applicable for impulse voltage generator and other occasions

引用标准 Reference Standards

额定电压 Rated Voltage

标称电容量 Normal capacitance

容量偏差 Capacitance Tolerance

介质损耗角正切 Dielectric dissipation factor

运行温度范围 Operating temperature range

贮存温度范围 Storage temperature range

最高使用海拔 Maximum Operating Altitude

绝缘电阻 Insulation resistance

极间耐电压 Voltage Test Between Terminals

预期寿命 Expected lifetime

失效率 Failure rate

JB/T 8168

50kVdc~100kVdc

0.1μF～3μF

±5%（J）

≤2×10-3（100Hz，25℃±5℃）

-25 ℃～50 ℃

-25 ℃～50 ℃

2000m

≥5000s（100 V，1 min，20 ℃）

1.2~1.5UN （10s，25±5℃）

1000~100000 times

100 fit

C
(μF)

■ 特点 Features

■ 主要用途 Typical Applications

■ 技术要求 Specifications

■ 规格参数 Specification Parameter

■ 规格参数 Specification Parameter

■ 外形图 Outline Drawing
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